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STORTECH
DO57AHD

1.3 Mega Pixel AHD 960P
10 x Smart LEDs with smart IR-CUT
IP67 Weatherproofing

Available in Silver (S) or Black
Compatible with MDVR402/800 range
Optional Wedge Adaptor

HD Resolution Camera

Primary Specification

SENSOR 1/3”’AHD CMOS Digital Sensor
PICTURE ELEMENTS 1280(H) x 960(V)
EFFECTIVE PIXELS 1.3M pixels

INFRARED SPECTRUM

10 x 850nm Smart IR-Cut

INFRARED RANGE

8Mtr @ 850nm

S/N RATIO

-More than 50db, (AGC OFF)

LENS

f2.5mm Fixed Megapixel Lens / 3.6mm option

VIDEO OUTPUT

1V p-p, Composite , 4 Way Din Aviation Connector

POWER CONSUMPTION

120mA (LED on)

CONNECTION TYPE

4 Pin DIN Aviation Connector with 500mm lead

VOLTAGE

12V DC + 10%

OPERATIONAL TEMPERATURE RANGE -10°C ~ +50°C 85%RH

WEATHERPROOF IP67 / Polycarbonate

With flush mounting and IP67 weatherproofing this camera can be dropped into a body of water
up to a meter deep for half an hour. This makes the D057 both an indoor and outdoor camera.
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Primary Specification

PAN AND TILT ADJUSTMENT EYE BALL
DIMENSIONS 85(L) x 60 (H)
NET WEIGHT 115G
CERTIFICATIONS CE, IP67

MIRROR CUT LOOP
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